


LANKO

WORK INSTRUCTIONS

Surface preparation

General

« Wallboards, flooring grade particleboard and fibre cement
sheet must be firmly fixed in accordance with
manufacturer's instructions.

« Screw and nail heads must be sealed with epoxy resin.

« The surface must be smooth, sound and free from
irregularities, sharp projections, loose particles, oil, grease,
coating, moss, mould and any foreign matter. Roofs should
have sufficient falls to avoid ponding on the finished
membrane surface.

« Any voids, potholes in the substrate must be appropriately
filled up with a high strength mortar.

« The entire area must be cleaned to remove dust and dirt.
Allow the surface to dry thoroughly.

New concrete

« New concrete must be allowed to cure for at least 28 days.

« Concrete slabs should be wood float finished.

Old concrete

« Old concrete must be cleaned with a strong detergent or
degreaser, then remove all residue with water using a high-
pressure hose.

« Allow the surface to dry thoroughly for at least 24 hours.

Render

« New rendered surfaces must be allowed to cure for at
least 7 days.

Metal surfaces

« Ensure that all metal surfaces are totally free of rust.

« Prime the metal surface using etching primer.

Lightweight blocks

« Prime the surface with LANKO 451 K10 SOVACRYL
diluted with 5% of water.

Cracks

« Small hairline cracks, which experience no movement,
may be filled by the first application of
LANKO 451 K10 SOVACRYL.

« Structural cracks, which experience movement,
must be filled with LANKO 603 POLYURETHANE
prior to application of LANKO 451 K10 SOVACRYL.

Timber, fibre cement and particle boards

« Ensure all boards are fixed in accordance with the
manufacturer's instructions.

Product preparation

« Body coat/top coat : stir the product well prior to use.

o Primer : dilute LANKO 451 K10 SOVACRYL with 5% of
water, stir the mixture well.
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Vertical membrane system

« Apply the priming coat of LANKO 451 K10 SOVACRYL
diluted with 5% of water using a roller or brush (if required
to do so, depending on the substrate conditions). Leave
the primer to dry.

« Apply the 1% coat of LANKO 451 K10 SOVACRYL
direct from the bucket at the rate of 0.7 kg/m?2.

« Allow a minimum drying time of 2 to 4 hours

« Once the first coat is dry, apply the 2"¢ coat at the
rate of 0.7 kg/m2.

Horizontal membrane system

« Apply the priming coat of LANKO 451 K10 SOVACRYL
diluted with 5% of water using a roller or brush
(if required to do so, depending on the substrate
conditions). Leave the primer to dry.

« Apply the 1% coat of LANKO 451 K10 SOVACRYL
direct from the bucket at the rate of 0.7 kg/m2, and
whilst it is still wet, roll out the LANKO ARMATURE RM
FIBER MESH and press into the wet LANKO 451 K10
SOVACRYL.

* Allow to dry for at least 2 hours.

« Apply the intermediate coat at the rate of 0.7 kg/m?
to completely fill LANKO ARMATURE RM FIBER MESH

« Apply the final coat at the rate of 0.7 kg/m2. Leave to
cure overnight.

PRECAUTIONS

« Temperature range for use : 10°C to 35°C.

« Do not add sand to the LANKO 451 K10 SOVACRYL

as this will reduce flexibility and could cause cracking.

« LANKO 451 K10 SOVACRYL is not recommended
for use in areas of water immersion like swimming
pools, spas etc.

« Do not use where negative hydrostatic pressure
is evident.

« Surfaces must not allow water to stagnate.

« Clean brushes, rollers and trays with water before
product dries.

« Do not apply in full sunlight or on hot substrate.

« Do not apply in damp or freezing conditions.
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COVERAGE
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Approx. 0.7 kg/m? 1 coat at thickness 700 micron (Wet film)
depending upon site condition.

PACKAGING

« 5 kg container
« 25 kg bucket

STORAGE

1 year from date of manufacture if stored in
unopened original packing in dry, frost-free conditions.

White

Grey

Brick Red

Apple Green

Sky Blue

Shading of the colour samples may
be somewhat different from the
actual colours.

LANKO

ParexGroup Company Limited

183 Regent House Building, Rajdamri Road, Lumpini, Pathumwan, Bangkok 10330
Tel. 66 (0) 2651 9838 Fax. 66 (0) 2651 8003
www.parexgroup.co.th

BUREAU VERITAS
Certification

3B parEXCGROUP

Building expertise, together



	56 (451).pdf
	57 (451)
	58 (451)

